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Fig. 9A 



OPERATION 
SEQUENCE IN FIRST 
MANUFACTURING LINE 
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ASSEMBLES MAIN BODY MODULE 90A 



ASSEMBLES 
ILLUMINATION SYSTEM 
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ASSEMBLES 
PROJECTION 
OPTICAL 
SYSTEM 



MOUNTS TOOL RETICLE 

STAGE SYSTEM AND 
ADJUSTS ILLUMINATION 
SYSTEM 



105 



J* 



MOUNTS PROJECTION 
OPTICAL SYSTEM 
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MOUNTS TOOL WAFER 
STAGE SYSTEM AND 
ADJUSTS PROJECTION 
OPTICAL SYSTEM 
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REMOVES TOOL RETICLE STAGE 
SYSTEM AND TOOL WAFER STAGE 
SYSTEM FROM THE MAIN BODY 
MODULE 90A, AND MOUNTS THE 
STAGE MODULE 91 B ADJUSTED IN THE 
SECOND MANUFACTURING LINE 
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UNLOADS AS PRODUCT A 




ASSEMBLES MAIN BODY MODULE 



ASSEMBLES AND ADJUSTS 
RETICLE STAGE SYSTEM, 
SENSOR COLUMN UNIT AND 
WAFER STAGE SYSTEM 




REMOVES STAGE MODULE 
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OPERATION 
SEQUENCE IN SECOND 
MANUFACTURING LINE 



ASSEMBLES MAIN BODY 
MODULE 90B 



ASSEMBLES AND ADJUSTS 
RETICLE STAGE SYSTEM 



ASSEMBLES AND ADJUSTS 
SENSOR COLUMN UNIT 



ASSEMBLES AND ADJUSTS 
WAFER STAGE SYSTEM 



REMOVES STAGE MODULE 91 B 
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ASSEMBLES AND ADJUSTS 
ILLUMINATION SYSTEM 
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MOUNTS AND ADJUSTS 
PROJECTION OPTICAL SYSTEM 



ASSEMBLES 
PROJECTION 
OPTICAL 
SYSTEM 
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REMOVES THE TOOL RETICLE STAGE 
SYSTEM AND TOOL WAFER STAGE SYSTEM 
FROM THE MAIN BODY MODULE 90B, AND 
MOUNTS THE STAGE MODULE ADJUSTED IN 
THE FIRST MANUFACTURING LINE 



129 



UNLOADS AS PRODUCT B 
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Fig. 10 




